
LC1K0610B7
LC1K0601B7
LC1K0910B7
LC1K0901B7
LC1K1210B7
LC1K1201B7
LC1K1610B7
LC1K1601B7

LA1KN20
LA1KN02
LA1KN11
LA1KN40
LA1KN31
LA1KN22
LA1KN13
LA1KN04

LA2KT2E
LA2KT2U

Type of connection         For use on contactor                    Composition   Referenve                   Unit Price    

 
Electronic time delay auxiliary contact blocks - Relay thời gian loại điện từ

- Relay oufput, with common point changeover contact, 240 Vac or dc, 2A maximum
- Control voltage: 0.85...1.1Uc.
- Maximum switching capacity: 250VA or 150W.
- Operating temperature: -10....+60°C
- Reset time: 1.5s during the time delay period, 0.5s after the time delay period.

Voltage                         Type       Timing range sec   Composition   Reference               Unit Price
AC or DG 24...48          On-delay          1...30                         1
AC 110...240                 On-delay          1...30                         1

Recommended for standard applications. Clip-on front mounting. 1 block per contactor

Clip-on front mounting, 1 block per contactor

LA2KT2●

Unit price (incl.VAT) in VND

TeSyS contactors Contactors - type TeSys K - 0.06... 5.5 kW

K Range contactors for motor confrol,
AC 50/60 Hz & DC control circuit
Intergrated 1 NO or 1 NC 
Mounting on 35mm rail or diameter 4 screw fixing
Type of conneotion: Screw clamp

LC1K0910M7

LP1K0910MD

       
 AC1                            AC3   380 V          Inst. Aux Contact        Reference              Unit price
             AMPS             KW              HP            AMPS           N/O            N/C      
   20                 2,2                3                 6                  1                        
   20                 2,2                3                 6                  -                 1             
   20                  4                5,5                9                  1               
   20                  4                5,5                9                  -                 1             
   20                 5,5              7,5               12                 1              

DC Volts   12       24           48 110     220 
   JD      BD           ED  FD     MD 

Contactor K Range DC Control Control Circuit - Khởi động từ loai K, điện áp điều khiển DC

Contactor K Range AC Control Control Circuit - Khởi động từ loai K, điện áp điều khiển AC

LA1KN20

Khởi động từ loại K dùng cho điều khiển động cơ
Cuộn dây điều khiển có thể chọn điện áp AC hoặc DC
Tích hợp 1 tiếp điểm phụ loại NO hoặc NC
Lắp đặt trên din rail hoặc bắt vít
Đầu dây theo kiểu bắt vít

                    Volts        12     20 24     36     42     48    110    115    120    127    200/208     220/230    230    230/240
                 50/60 Hz     J7      Z7 B7    C7     D7     E7    F7   FE7     G7    FC7        L7              M7         P7        U/7
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LP1K0610BD
LP1K0601BD
LP1K0910BD
LP1K0901BD
LP1K1210BD
LP1K1201BD

        
220 V         AC3   440 V           Inst Aux Contact         Reference                   Unit price 
  KW          KW                   AMPS           N/O    N/C 

         

                                 

               

               

  1,5             3                        6                 1                 -                                                        
                                                                                    -                 1                        
  2,2            4                                      9  1      -                                                            
                                                                                    -                 1                        
   3           5,5                       12                1                 -                                 
                                                                                    -                 1                        
    4           7,5                       16  1                                                                  
                                                                                    -                 1                        

Screw clamps             AII products with                   2          -       
                                    screw clamps                       -           2       
                                                                                 1          1       
                                    All products with                   4           -     
                                    screw clamps except            3         1       
                                    low consumption                  2          2       
                                                                                 1          3       
                                                                                 -           4       

 528.000 
 528.000 
 638.000 
 638.000 
 682.000 
 682.000 
 764.500 
 764.500 

 951.500 
 951.500 

 1.028.500 
 1.028.500 
 1.133.000 
 1.133.000 

 264.000 
 264.000 
 264.000 
 374.000 
 374.000 
 374.000 
 368.500 
 374.000 

3.778.500 
 4.455.000 

   20                 5,5              7,5               12                 -                 1              



LC1D09M7/BD
LC1D12M7/BD
LC1D18M7/BD
LC1D25M7/BD
LC1D32M7/BD
LC1D38M7/BNE
LC1D40AM7/BNE
LC1D50AM7/BNE
LC1D65AM7/BNE
LC1D80AM7/BNE
LC1D95M7/BD
LC1D115M7/BD
LC1D150M7/BD

Unit price (inel.VAT) in VND

TeSys Contactors- LC1D Khởi động từ TeSys loại LC1D
Khởi động từ loại D, dùng cho điều khiển động cơ có công
suất lên đến 75 KW, AC-3
Cuộn dây điều khiển bằng điện áp AC, DC hoặc DC tiêu thụ ít
năng lượng
Tích hợp 2 tiếp điểm phụ, 1 NO và 1 NC, độ bền cơ khí và độ
bền điện cao - lên đến 20 triệu lần đóng cất với contactor từ 9
đến 38A.
Mặt che chống bụi và chống tiếp xúc
Cuộn dây điều khiển có thể thay thế lẫn nhau

D contactor for motor control up to 75kW at 400 V,
in category AC-3 
Control circuit: A.C., D.C, low consumption 
Built in 1 NO, 1 NC auxillary contact 
High mechanical and electrical life - up to 20 million 
of operating 
Front cover prevent dust penetrating 
Coil interchangeable for contactor less than 38A 

3-pole contactors for connection by screw clamp terminals or Everklink®

kW                        A                            N/O                       N/O                                AC                  DC
4                9                   1                    1                 
5,5               12                   1                    1                       
7,5               18                   1                    1                       
11               25                   1                    1                     
15               32                   1                    1                    
18,5               38                   1                    1                 
18,5               40                   1                    1             
22               50                   1                    1           
30               65                   1                    1        
37               66                   1                    1                       
45               95                   1                    1                  
55               115                   1                    1            
75               150                   1                    1                    
  

    
Volts                             24(DC only)          24-60                     48-130               100-250
LC1D09...D38,    
LCD40A...D80A    

LC1D50AM7

LC1D40A...D80A    
U 0.8.   1.2 Uc               BNE   

             
Volts                              24       42      48      110   115    220     230     240   380     400     415    440    500
Contactors LC1-D09...D150 (coils D115 AND D150 with integral suppression devce fitted as standard             
50/60 Hz                B7      D7      E7      F7   FE7    M7     P7       U7      Q7      V7      N7      R7    S7
Contactors LC1-D80...D115             
50Hz                              B5      D5      E5      F5   FE5    M5     P5       U5   Q5      V5      N5        R5    S5
60Hz                              B6         E6      F6              M6       U6   Q6         R6 
             
Volts                              12       24      36      48   60      72       110     125   220     250     440  
Contactors LC1-D09...D65A (coils with integral suppression device fitted as standard)             
U 0.75... 1.25 Uc                JD      BD      CD      ED   ND     SD      FD      GD   MD     UD      RD  
Contactors LC1- D95             
U 0.85...  1.1 Uc                JD      BD      CD     ED   ND     SD      FD      GD   MD     UD      RD  
U 0.75...  1.2 Uc                JW     BW     CW     EW             SW     FW   MW    
Contactors LC1-D115 and D150 (coils with integral suppression device fitted as standard)             
U 0.75...  1.2 Uc              BD      ED   ND     SD      FD      GD   MD     UD      RD  

Standard control cucuit voltages
~ supply

 supply

Contactors with AC or DC coil - khởi động từ với cuộn dây điều khiển loại AC hoặc DC

(*) Mã điện áp cuộn hút cho Green Contactor
AC/DC or 24 DC supply

  
  

  
  
  

    

U 0.85... 1.1 Uc                                       BNE            EHE               KUE

U 0.8.   1.2 Uc               BNE   

Standard power rating of       Rated              Instantaneous     Reference                               Unit Price
3-phase mofors                      operational      auxiliary                     (#)                                         (VND)
80/60Hz in category AC-3         current             contacts
(Thermail temp. <= 60°C)         in AC-3
380V-400V

LC1D150M7
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 671.000 
 808.500 

 1.078.000 
 1.512.500 
 1.881.000 
 2.156.000 
 3.432.000 
 4.026.000 
 4.977.500 
 6.226.000 
 7.744.000 

 10.417.000 
 13.277.000 

 1.133.000 
 1.369.500 
 1.831.500 
 1.881.000 
 3.195.500 
 6.149.000 
 7.793.500 

 10.268.500 
 10.340.000 
 9.949.500 

 12.809.500 
 17.385.500 
 21.961.500 



LC1DT20M7/BD
LC1D098M7/BD
LC1DT25M7/BD
LC1D128M7/BD
LC1DT32M7/BD
LC1D188M7/BD
LC1DT40M7/BD
LC1D258M7/BD
LC1DT60AM7/BD
LC1DT80AM7/BD
LC1D80004M7/BD
LC1D80008M7/BD
LC1D115004M7/BD

TeSys Contactors- LC1D Khởi động từ TeSys loại LC1D

4 Pole D range contactor from 20 to 200A at 400V,
in AC-1 Cat. 
Confrol circuit: A.C., D.C, low consumption 
Built in 1 NO, 1 NC auxillary contact 
Mounting on DỊN rail 35mm or screw fixing 
Front cover prevent dust penetrating
Flexible main contacts NO or NG

Khởi động từ 4 cực loại D, công suất từ 20 đến 200A, 400V,
loại tải AC-1
Cuộn dây điều khiển bằng điện áp AC, DC hoặc DC tiêu
thụ Ít năng lượng
Tích hợp 2 tiếp điểm phụ, 1 NO và 1 NC,
Lắp đặt trên DIN rail 35mm hoặc bắt vít
Mặt che chống bụi và chống tiếp xúc
Tiếp điểm chính tùy chọn NO hoặc NC

Unit price (inel.VAT) in VND
4-pole contactors for connection by screw clamp terminals or Everklink®
Rated operational      Number ofPoles       Instantaneous            Reference                                          Unit Price
current in AC-1                                             auxiliary contacts      (*)                                                           (VND)
380V - 400V

Auxiliary confact blocks and modules: see page 121
Phụ kiện mã hàng cho contactor: xem trang 121
LC1D09 to D38: clip-on mounting on 35mm DIN rail AM1-DP or screw fixing
LC1D40 to D95 (AC): clip-on mounting on 35mm or 75mm DIN rail AM1-DL or screw fixing.
LC1D40 to D95 (DC): clip-on mounting on 75mm DIN rail.
LC1D115 and D150: clip-on mounting on 2 x 35 mm DIN rails AM1-DP or screw fixng.

LC1DT80

LC1DT20

AC Coils
AC Volts              48     110   220   240   380      400    440
LC1D09...D150 and LC1DT20...D4000 (coils with integral suppession device fitted as standard)
50/60 Hz              E7     F7     M7    U7     Q7       V7      R7  

DC Low Consumption Coils
DC Volts                       20     24     220     250   
LC1D09...D38 and LC1DT20...DT40 (coils with integral suppession device fitted as standard)
U  0.7...1.25Uc              ZL     BL     ML    UL

DC Coils
DC  Volts                          24      48       60      110    125       220
LC1DT20 ... D8000 (coils with intergral suppression device fited as standard)
U  0.7 ... 1.1Uc                  BD     ED     ND     FD      GD       MD
LC1D115 and D150 (coils with integral suppression device fitted as standard)
U 0.7 ... 1.2Uc                 BD     ED    ND     FD     GD       MD

Contactors with AC or DC coil - khởi động từ với cuộn dây điều khiển loại AC hoặc DC
A                                     N/O   N/C                     N/O    N/O                                                               AC                       DC
20                           4         -                       1      1                                   
                           2         2                         1         1                                
25                                    4         -                         1          1                     
                           2         2                         1         1                              
32                                    4         -                         1          1                             
                           2         2                         1         1                                       
40                                    4         -                         1          1                                     
                           2         2                         1         1                                      
60                                    4         -                         1          1                                     
80                                    4         -                          -          -                                 
125                                  4         -                          -          -                              
                           2         2                         -          -                                       
200                                  4         -                          -          -                                         
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 2.035.000 
 2.035.000 
 2.332.000 
 2.332.000 
 2.645.500 
 2.750.000 
 4.669.500 
 4.708.000 
 7.238.000 

 10.389.500 
 18.249.000 
 17.583.500 
 17.506.500 

 3.063.500 
 2.909.500 
 3.630.000 
 3.426.500 
 3.668.500 
 3.701.500 
 6.864.000 
 6.611.000 
 9.014.500 

 12.991.000 
 18.249.000 
 17.583.500 
 25.960.000 



 LC1D09BNE 
 LC1D12BNE  
 LC1D18BNE  
 LC1D25BNE  
 LC1D32BNE  
 LC1D38BNE

 LC1D40ABNE 
 LC1D50ABNE 
 LC1D65ABNE 
 LC1D80ABNE   

TeSys TeSys Deca

Unit price (incl.VAT) in VND

4                 9       1                 1 
5,5              12       1                 1 
7,5              18       1                 1 
11              25       1                 1 
15               32       1                 1 
18,5 38       1                 1 

Power connections by EverLink ® BTR (2) screw connectors and control by screw clamp teminal    
18,5            40       1                 1 
22              50       1                 1 
30              65       1                 1 
37              80       1                 1 

3-pole contactors    Power ratings            Rated             Instantaneous      Reference                   Unit price
                                  of 3-phase mofors     operational   auxiliary                (to be completed
                                  50-60 Hz 380 V           current          contacts                by adding the control
                                  400 V                          in AG-3                                         voltage code)
Connection by screw clamp terminals 
                                   kW           A                 NO                 NC

    
AC/DC or 24V DC supply    
Volts                                        24 (DC only)               24-60            48-130                  100-250

LC1D09...D38,                   
LC1D40A...D80A
U 0.85 ... 1.1 Uc                                                                    BNE                      EHE                               KUE
LC1D09 ... D38
U 0.8 ... 1.2 Uc                               BNE
LC1D40A ... D80A
U 0.8 ... 1.2 Uc                               BBE 

Control voltage codes
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Tesys Deca là dãy khởi động từ tiêu thụ công suất
thấp từ 9 đến 80A, điện áp điều khiền từ 24-500V
với cùng cuộn coil cho cả AC và DC

TeSys Deca delivers a consistent low 
consumption range of contacfor from 9A 
to 80A, covering control voltage from 
24 to 500V with same coils for AC and DC

 4.790.500 
 4.840.000 
 4.950.000 
 5.549.500 
 6.039.000 
 6.149.000 

 7.793.500 
 10.268.500 
 10.340.000 

 9.949.500 



LAD4RCE
LAD4RCU
LA4DA2E
LA4DA2G
LA4DA2U
LA4DA2N

LADT0
LADT2
LADT4
LADS2
LADR0
LADR2
LADR4

LAD9V2

LAD4CM
LA9D50978
LA9D80978

LADN10
LADN01
LADN11
LADN20
LADN02
LADN22
LADN13
LADN40
LADN04
LADN31
LAD8N11
LAD8N20
LAD8N02

Contactors            TeSys Accessories for - LC1D

D range contactors and reversing contactors
Auxiliary contact blocks, mounting accessories
Components parts for assembling reversing contactors

Dùng cho khởi động từ bình thường và khởi động đảo.
Các loại tiếp điểm phụ và thiết bị đầu nối.
Thiết bị cho lắp đặt khởi động từ đảo.

Unit price (incl.VAT) in VND
Instantaneous us auxiliary contact block for connection by screw clamp terminals
For use in normal operating environments      
Clip-on               Number of                     Composition                                       Reference       Unit price 
mounting           contacts per block      

Front              1              -       -          -       1       -   
                                                                  -       -           -       -       1      
              2              -       -          -       1       1  
                                                                   -       -          -      2       -      
                                                                   -       -          -      -        2      
              4              -       -          -       2       2  
                            -       -          -        1      3  
                                                                  -       -          -        4      -      
                                                                  -       -          -       -        4      
                            -       -          -        3      1  
Side              2             -        -          -       1       1  
                                                                  -       -          -        2      -      
                                                                  -       -          -       -        2      

   
Using 2 identical frame sizes        Power connections                         Mechanical Interlock
LC1D09...D38                          LAD9V5                                  
                                          LAD9V6                               
LC1D40...D65                          LA9D65A69                            
LC1D80...D95 (A.C)          LA9D8069                            
LC1D80...D95 (D.C)          LA9D8069                           

    
Clip-on mounting     Number of contacts      Type               Setting range  Reference  Unit price 
Front                    1N/O                            On-delay    0.1...3 s 
                    +                                     0.1...30 s 
                    1 N/C                                    10...180 s 
                                                                                                  1...30 s    
                                             Off-delay   0.1...3 s 

 0.1...30 s    
 10...180 s    

Mounting               Rating     Voltage                                  Reference               Unit price
 VAC                   VDC 

Clip-on               D09 ...  D38 (3P)      24 ...  48                   -  
               DT20 ...  DT40     110 ...  240                -  
Screw fixing          D40 ...  D150 (3P)     24 ...  48                    -  
               and                     50 ...  127                  -  
               D40 ...  D115 (4P)    110 ...  240                 -  
                                                                   380 ...  415                 -    
● Effective protection for circuits highly sensitive to "high frequency” interference. For use only in case
where the voltage is virtually sinusoidal, l.e. less than 5% total harmonic distortion
● Voltage limited to 3Uc max and oscillating frequency limited to 400Hz max
● Slight increase in drop-out time (1.2 to 2 times the normal time)

(*) available aí warehouse

LADTO and LADR0: with extended scale from 0.1 to 0.6 s.
LADS2: with switching time of 40 ms + 15 ms between opening of the N/C contact and closing of the N/O contact.

LAD8N

LC1

LAD6K

LADN

LADN

LADT
LADS2

LADR

LAD9R1

RC circuits

LA1DX, DY,DZ

LAD8N

LAD8N, NO1

Components parts for assembling reversing contactors.

Time delay auxiliary contact blocks for connection by screw clamp terminals

RC circuits (resistor-capacitor), for use with contactor rating

LADT
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 979.000 
 1.017.500 

 275.000 
 275.000 
 275.000 
 368.500 
 368.500 
 368.500 
 368.500 
 368.500 
 341.000 
 330.000 
 341.000 

 269.500
 

 511.500
 1.991.000
 2.178.000

 1.424.500 
 1.424.500 
 1.699.500 
 1.496.000 
 1.424.500 
 1.424.500 
 1.699.500 

 280.500 
 308.000 
 896.500 
 682.000 
 478.500 
 841.500 

 363.000 
 594.000 

 2.431.000 
 3.828.000 
 3.828.000 



TeSys Giga TeSys Giga contactors - LC1G

TeSys Giga is the range of high current contactors
from 115 A to 800 A for AC-3 (motor) applications
and from 250 A to 1050 A for AC-1 (resistive) applications

TeSys Giga là dải thiết bị khởi động từ dòng điện cao
từ 115 A đến 800 A cho ứng dụng AC-3 (động cơ)
và từ 250 A đến 1050 A cho ứng dụng AC-1 (điện trở)

Tesys Giga contactor 3P, Standard Version 
Rating Rating Reference Unit price

Unit price (incl.VAT) in VND
AC-3
(A)

AC-1
(A) Poles Control Voltage

48-130VAC/VDC
Control Voltage

100-250VAC/VDC

115
150
185
225
265
330
400
500
630
800

250
275
305
330
385
440
550
700
1050
1050

3
3
3
3
3
3
3
3
3
3

LC1G115EHEN
LC1G150EHEN
LC1G185EHEN
LC1G225EHEN
LC1G265EHEN
LC1G330EHEN
LC1G400EHEN
LC1G500EHEN
LC1G630EHEN
LC1G800EHEN

Reference Unit price

LC1G115KUEN
LC1G150KUEN
LC1G185KUEN
LC1G225KUEN
LC1G265KUEN
LC1G330KUEN
LC1G400KUEN
LC1G500KUEN
LC1G630KUEN
LC1G800KUEN

Tesys Giga contactor 4P, Standard Version 
250
275
305
330
385
440
550
700
1050
1050

4
4
4
4
4
4
4
4
4
4

LC1G1154EHEN
LC1G1504EHEN
LC1G1854EHEN
LC1G2254EHEN
LC1G2654EHEN
LC1G3304EHEN
LC1G4004EHEN
LC1G5004EHEN
LC1G6304EHEN
LC1G8004EHEN

LC1G1154KUEN
LC1G1504KUEN
LC1G1854KUEN
LC1G2254KUEN
LC1G2654KUEN
LC1G3304KUEN
LC1G4004KUEN
LC1G5004KUEN
LC1G6304KUEN
LC1G8004KUEN

Tesys Giga contactor 3P, Advanced Version
Rating Rating Reference Unit price

AC-3
(A)

AC-1
(A) Poles Control Voltage

24-48VAC/VDC
Control Voltage

200-500VAC/VDC

115
150
185
225
265
330
400
500
630
800

250
275
305
330
385
440
550
700
1050
1050

3
3
3
3
3
3
3
3
3
3

LC1G115BEEA
LC1G150BEEA
LC1G185BEEA
LC1G225BEEA
LC1G265BEEA
LC1G330BEEA
LC1G400BEEA
LC1G500BEEA

Reference Unit price

LC1G115LSEA
LC1G150LSEA
LC1G185LSEA
LC1G225LSEA
LC1G265LSEA
LC1G330LSEA
LC1G400LSEA
LC1G500LSEA
LC1G630LSEA
LC1G800LSEA

Tesys Giga contactor 4P, Standard Version 
250
275
305
330
385
440
550
700
1050
1050

4
4
4
4
4
4
4
4
4
4

LC1G1154BEEA
LC1G1504BEEA
LC1G1854BEEA
LC1G2254BEEA
LC1G2654BEEA
LC1G3304BEEA
LC1G4004BEEA
LC1G5004BEEA

LC1G1154LSEA
LC1G1504LSEA
LC1G1854LSEA
LC1G2254LSEA
LC1G2654LSEA
LC1G3304LSEA
LC1G4004LSEA
LC1G5004LSEA
LC1G6304LSEA
LC1G8004LSEA

(*) Please consult our Customer Care Center
(*) Vui lòng tham khảo Trung tâm chăm sóc khách hàng của chúng tôi
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 15.504.500 
 15.579.300 
 17.289.800 
 18.846.300 
 24.772.000 
 32.283.900 
 33.870.100 
 45.331.000 
 68.745.600 
 68.745.600 

 15.365.900 
 15.439.600 
 17.298.600 
 18.855.100 
 24.843.500 
 32.355.400 
 33.667.700 
 45.125.300 
 67.658.800 
 67.658.800 

 18.323.800 
 18.461.300 
 20.791.100 
 22.551.100 
 31.060.700 
 39.976.200 
 42.490.800 
 56.400.300 

 Contact for price
 Contact for price

 18.132.400 
 18.165.400 
 20.801.000 
 22.905.300 
 31.132.200 
 40.929.900 
 42.288.400 
 57.098.800 

 Contact for price 
 Contact for price 

 28.386.600 
 28.386.600 
 28.386.600 
 29.275.400 
 35.293.500 
 36.395.700 
 42.213.600 
 45.216.600 

 17.853.000 
 17.937.700 
 19.890.200 
 21.679.900 
 26.437.400 
 34.325.500 
 35.986.500 
 48.054.600 
 71.337.200 
 71.337.200 

 21.034.200 
 21.072.700 
 23.917.300 
 26.337.300 
 33.041.800 
 42.418.200 
 45.038.400 
 60.626.500 

 Contact for price 
 Contact for price 

 33.427.900 
 33.427.900 
 33.427.900 
 34.614.800 
 42.563.400 
 44.033.000 
 51.433.800 
 55.436.700 



TeSys Giga TeSys Giga protection relays - LR9G

High current rated relays, to be combined with TeSys Giga
contactors, and protect motors consuming up to 630 A
Trip class selection: 5E/10E/20E/30E

Rờ le bảo vệ định mức dòng điện cao, được kết hợp  
với khởi động từ TeSys Giga bảo vệ động cơ tới 630 A  
Trip class tùy chọn: 5E/10E/20E/30E

Thermal Protection Adjustment Range (A) Reference Unit price

Unit price (incl.VAT) in VND
TeSys Giga Electronic Overload Relays - Class 5E…30E
LED indicator for Motor ON and pre-trip alarm
Overload, phase imbalance, phase loss and ground fault protections

28…115
57…225
125…500
160…630

LR9G115
LR9G225
LR9G500
LR9G630

Description Reference Unit price
Mounting and wiring accessories for TeSys Giga protection relays

Mounting base for alignment of LR9G115-225 with LC1G115-225
Mounting base for alignment of LR9G500 with LC1G265-330
Mounting base for alignment of LR9G500 with LC1G400-500
Mounting base for alignment of LR9G630 with LC1G630-800
Push-in connection adapter

LA9G3650
LA9G3651
LA9G3652
LA9G3653
LA9G82

(1) Always supplied with TeSys Giga LC1G contactors, fitted to the right side lateral face
(1) Luôn được cung cấp cùng với khởi động từ TeSys Giga LC1G, được lắp vào mặt bên phải

Compatible with contactors Reference Unit price
Front protection cover for TeSys Giga protection relays

LR9G115 / LR9G225
LR9G500
LR9G630

LA9G3704
LA9G3705
LA9G3706

Cable memory (set of 2) Compatible with contactors Reference Unit price
Accessories for TeSys Giga Contactors

For 3-pole contactors
  
  
For 4-pole contactors

LC1G115...LC1G225
LC1G265...LC1G500
LC1G630...LC1G800
LC1G115...LC1G225
LC1G265...LC1G500
LC1G630...LC1G800

LA9G3101
LA9G3102
LA9G3103
LA9G4101
LA9G4102
LA9G4103

Position Type of contacts Reference Unit price
Auxiliary contact modules for TeSys Giga Contactors - Terminal type: push-in

1st left or right

2nd left or right

1 NO + 1 NC
2 NO
1 NO + 1 NC
2NO

LAG8N113P (1)
LAG8N203P
LAG8N113
LAG8N203
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 9.395.100 
 10.214.600 
 11.367.400 
 19.756.000 

 1.679.700 
 2.129.600 
 2.129.600 
 4.425.300 

 416.900 

 271.700 
 271.700 
 565.400 

 1.413.500 
 2.313.300 
 1.874.400 
 1.851.300 
 3.030.500 
 2.545.400 

 864.600 
 1.086.800 
 1.089.000 

 851.400 



LR2K0301
LR2K0302
LR2K0303
LR2K0304
LR2K0305
LR2K0306
LR2K0307
LR2K0308
LR2K0310
LR2K0312
LR2K0314
LR2K0316
LR2K0321
LR2K0322

LR2K0310

Thermal Overload Relay K &F Range Contactor

K range thermal overload relays 
- Associated with K range contactors
- Designed for motor protection, phase failure sensifive
- 3 Pole bimetallic thermal overioad relays
- Compensated relays with manual or automatic reset,
equipped with relay trip indicator

Relay nhiệt cho khởi động từ loại K
- Tương thích cho lắp đặt với khởi động từ loại K
- Dùng cho bảo vệ động cơ và bảo vệ pha
- Cầu tạo với lưỡng kim nhiệt ở 3 cực
- Reset tự động hoặc bằng tay, chỉ thị TRIP

Unit price (incl.VAT) in VND

Class 10A with connection by screw clamp terminals
Relay setting range (A)                                                    Reference                       Unit price
0.11...0.16 
0.16...0.23 
0.23...0.36 
0.36...0.54 
0.54...0.80 
0.80...1.20 
1.20...1.80 
1.80...2.60 
2.60...3.70 
3.70...5.50 
5.50...8.00 
8.00...11.50 
10.00...14.00 
12.00...16.00
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 1.386.000 
 1.386.000 
 1.386.000 
 1.435.500 
 1.435.500 
 1.435.500 
 1.435.500 
 1.435.500 
 1.435.500 
 1.435.500 
 1.386.000 
 1.435.500 
 1.600.500 
 1.600.500 



LRD01
LRD02
LRD03
LRD04
LRD05
LRD06
LRD07
LRD08
LRD10
LRD12
LRD14
LRD16
LRD21
LRD22
LRD32
LRD35

LRD313
LRD318
LRD325
LRD332
LRD340
LRD350
LRD365

LRD380
LRD3365
LRD4365
LRD4367
LRD4369

Thermal Overiload Relay Relay nhiệt TeSys loại LRD

Thermal overload relay for TeSys contactor, D-range
- Designed for motor protection, phase failure sensitive
- 3 Pole bimetallic thermal overload relays
- Compensated relays with manual or automatic reset,
  equipped with relay trip indicator

 

Tương thích cho lắp đặt với khởi động từ loại D
Dùng cho bảo vệ động cơ và bảo vệ pha
Cấu tạo với lưỡng kim nhiệt ở 3 cực
Reset tự động hoặc bằng tay, chỉ thị TRIP

 
Unit price (incl.VAT) in VND

Class 10A (1) for connection by screw clamp terminals or conectors

LRD21

LRD3

Class 10A (1) for connection by screw clamp terminals or conectors

Class 10A (1) for connection by Everlink®, BTR srew conectors (2)

Relay setting                                                 For use with                Reference                 Unit price
range                                                             contactor LC1
A     
0.10...0.16                                         D09...D38 
0.16...0.25                                         D09...D38 
0.25...0.40                                         D09...D38 
0.40...0.63                                         D09...D38 
0.63...1                                                         D09...D38 
1...1.6                                                         D09...D38 
1.6...2.5                                                         D09...D38 
2.5...4                                                         D09...D38 
4...6                                                         D09...D38 
5.5...8                                                         D09...D38 
7...10                                                         D09...D38 
9...13                                                         D12...D38 
12...18                                                         D18...D38 
16...24                                                         D25...D38 
23...32                                                         D25...D38 
30...38                                                         D32 và D38 

Relay setting                                                  For use with                Reference                Unit price
range                                                        contactor LC1 
A  
9...13                                                         D40A...D65A 
12...18                                                         D40A...D65A 
16...25                                                         D40A...D65A 
23...32                                                         D40A...D65A 
30...40                                                         D40A...D65A 
37...50                                                         D40A...D65A 
48...65                                                         D50A...D65A 

Relay setting                                                  For use with                Reference                Unit price
range                                                        contactor LC1 
A  
62 ... 80                                                         D80A 
80...104                                                         D80 và D95 
80...104                                                         D115 và D150 
95...120                                                         D115 và D150 
110...140                                                         D150 

(1) Standard IEC 947-4-1 specffies a tripping time for 7.2 times the seHing current IR :
    Class 10A: between 2 and 10 seconds.
(2) BTR scrows: hexagon socket hoad. Using Allen key size 4 (ref. LADALLEN4)
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 693.000 
 693.000 
 693.000 
 693.000 
 693.000 
 693.000 
 693.000 
 693.000 
 693.000 
 693.000 
 693.000 
 693.000 
 759.000 
 797.500 

 1.034.000 
 1.045.000 

 2.398.000 
 2.475.000 
 2.557.500 
 2.810.500 
 2.717.000 
 3.146.000 
 3.278.000 

 4.251.500 
 4.636.500 
 5.813.500 
 6.391.000 
 6.572.500 



 TeSys EOCR - LT47 & LR97Electronic Over current Relay 

Unit price (incl.VAT) in VND

Relay bảo vệ nhiệt điện tử, reset tự động hoặc bằng tay
Bảo vệ quá dòng điện với chức năng ngắt có chỉ thị
Hiệu chỉnh được thời gian khởi động (thời gian D)
Hiệu chỉnh được thời gian chịu quá tải lặp lại (thời gian O)

Compensated relays with manual or automatic reset
Overcurrent protection with relay trip indicator
Starting time adjustment (D-Time) 
Tripping time adjusment (O-Time)

LT47

LR97D

LT4706M7S
LT4706BS
LT4730M7S
LT4730BS
LT4760M7S
LT4760BS

LT4706M7A
LT4730M7A
LT4730BA
LT4760M7A
LT4760BA

LR97D015M7
LR97D015F7
LR97D015B
LR97D07M7
LR97D07F7
LR97D07B
LR97D25M7
LR97D25F7
LR97D25B
LR97D38M7
LR97D38F7
LR97D38B

Manual reset type    
Relay setting range (A)     For use with contactor LC1       Voltage        Reference                 Unit Price
0.5...6                                 LC1 D09...D38                    220 VAC  
                                                                                                    24 VAC/DC    
3...30                                 LC1 D09...D38                   220 VAC  
                                                                                                    24 VAC/DC    
5...60                                 LC1 D09...D95                   220 VAC  
                                                                                                    24 VAC/DC    
Automatic reset type    
Relay setting range (A)     For use with contactor LC1       Voltage        Reference                Unit Price
0.5...6                                LC1 D09...D38                    220 VAC  
3...30                                LC1 D09...D38                    220 VAC  
                                                                                                    24 VAC/DC    
5...60                                LC1 D09...D95                    220 V  
                                                                                                    24 V   

Relay setting range (A)      For use with contactor LC1        Voltage         Reference                 Unit Price
0.3...1.5                                 LC1 D09...D38                     220 VAC 

110 VAC   
24 VAC/DC   

1.2...7  LC1 D09...D38                    220 VAC 
110 VAC   
24 VAC/DC   

5...25                                LC1 D09...D38                    220 VAC 
110 VAC   
24 VAC/DC   

20...38                                LC1 D25...D38                    220 VAC 
110 VAC   
24 VAC/DC   

Electronic over curent relay - TeSys EOCR - LR 97

Electronic over curent relay - TeSys EOCR - LT 47
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 3.135.000 
 3.899.500 
 2.783.000 
 3.899.500 
 3.107.500 
 3.107.500 

 3.140.500 
 2.783.000 
 4.114.000 
 3.107.500 
 3.855.500 

 3.421.000 
 3.316.500 
 3.316.500 
 3.624.500 
 3.316.500 
 3.624.500 
  4.015.000 
 4.444.000 
 3.872.000 
 4.466.000 
 5.087.500 
 4.306.500 



CA2KN40M7
CA2KN31M7
CA2KN22M7
CA3KN40BD
CA3KN31BD
CA3KN22BD 

CA4KN40BW3
CA4KN31BW3
CA4KN22BW3

Control Relay K,D Range

Loại đầu nối dây kiểu bắt vít
Cuộn dây điều khiển bằng điện áp AC, DC, hoặc loại tiết kiệm năng lượng
Lắp đặt trên thanh ray 35mm hoặc bằng vít

Control relays screw clamp type
Control circuit: AC, DC & Low Consumption 
Mounting on 35mm rail or diameter 4 screw fixing 

K&D Range Control Relay Relay điều khiển loại K & D

Unit price (incl.VAT) in VND
K Range Control Relays
Supply                  Control Circuit              Inst. Aux Contact        Referrence                 Unit Price
                              consumption                 NO               NC  

AC                 4.5 VA                          4                      - 
  3  1 
  2  2 
DC  3W           4   -
  3 1 
  2                     2 

             DC                         1.8W           4                      -
                                                           3  1 
                 2  2 

Low consumption control relays     
Supply                   Control Circuit         Inst. Aux Contact         Referrence                  Unit Price
                               consumption         NO              NC 

Volt (50/60Hz)                            24        48         110           220               380         440
CA2:CoiI AC B7       E7         F7           M7                 Q7         R7
CA3:CoiI DC                            BD       ED         FD           MD                  -                       -  
CA4: DC LC(low consumption)   BW3      EW3        FW3             -                     -                       -   

Volt                        24        48        110           220               380        440
CoiI AC(50/60Hz)     B7       E7         F7            M7 Q7         R7
CoiI DC                            BD       ED         FD            MD                 -         RD
CoiI LC                            BL       EL         FL            ML                 -                       -  

No. of contacts      Composition
                                NO           NC              LC          DC                        AC
5                              5     -  
   

D Range Control Relays

CAD50BD

CA4KN40●●●

CA2 KN40●●
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CAD50BL/BD/M7
CAD32BL/BD/M7        3             2      

 1.001.000 
 1.001.000 
 1.001.000 
 1.056.000 
 1.056.000 
 1.056.000 

 1.160.500 
 1.232.000 
 1.188.000 

 1.705.000 
 1.771.000 

 2.249.500 
 2.249.500 

 1.325.500 
 1.325.500 



LC1E0610M5
LC1E0601M5
LC1E0910M5
LC1E0901M5
LC1E1210M5
LC1E1201M5
LC1E1810M5
LC1E1801M5
LC1E2510M5
LC1E2501M5
LC1E3210M5
LC1E3201M5
LC1E3810M5
LC1E3801M5
LC1E40M5
LC1E50M5
LC1E65M5
LC1E80M5
LC1E95M5
LC1E120M5
LC1E160M5

LC1E200M5
LC1E250M5
LC1E300M5
LC1E400M7
LC1E500M7
LC1E630M7

 8.910.000 
 11.110.000 
 16.280.000 
 21.890.000 
 43.131.000 
 57.986.500 

LC1E06

LC1E65

LC1E120

LC1E300

Easypact TVS - LC1E Khởi động từ Easypact TVS
Unit price (inol.VAT) in VND
Easypact TVS Contactor

Connection by Srew Clamp Terminal

Connection by bars

Control voltage code for 3-pole contactors

 3-pole contactors
Sftandard power  rating of       Rated            Instantaneous
3-phase motors                       operational     auxiliarv
50/60Hz  in category  AC-3     current           contacts
                                                 in AC-3
220V         380V
230V         400V         415V
kW            kW             kW                 A            N/O           N/C

Referrence                                     Unit Price
                                                           

                                                     24        48        110      220      230      240      380       415      440
LC1E06-300          50Hz            B5        E5        F5        M5         -          U5       Q5       N5        R5

LC1E06-95            50/60Hz       B7        E7        F7        M7         P7       -          Q7        -           -

LC1E400-630        50/60Hz       -            E7        F7        M7        -           U7      Q7        N7        R7

      
1.1 2.2 2.2   6 1 0 
1.1 2.2 2,2   6 0 1 
2.2 4 4   9 1 0 
2.2 4 4   9 0 1 
3 5.5 5,5  12 1 0 
3 5.5 5.5  12 0 1 
4 7.5 7.5  18 1 0 
4 7.5 7.5  18 0 1 
5.5 11 11  25 1 0 
5.5 11 11  25 0 1 
7.5 15 15  32 1 0 
7.5 15 15  32 0 1 
9 18.5      18.5  38 1 0 
9 18.5 18.5  38 0 1 
11 18.5 22  40 1 1 
15 22 25/30  50 1 1 
18.5 30 37  65 1 1 
22 37 45  80 1 1 
25 45 45  95 1 1 
37 55 55  120 1 1 
45 90 90  160 1 1 

55 110 110  200 0 0 
78 132 132  250 0 0 
90 160 160  800 0 0 
110 200 220  400 0 0 
147 250 280  500 0 0 
200 335 375  630 0 0 
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 385.000 
 385.000 
 407.000 
 407.000 
 440.000 
 440.000 
 638.000 
 638.000 
 775.500 
 775.500 

 1.171.500 
 1.171.500 
 1.375.000 
 1.375.000 
 1.672.000 
 1.738.000 
 1.826.000 
 2.706.000 
 3.157.000 
 4.158.000 
 7.007.000 



LRE01
LRE02
LRE03
LRE04
LRE05
LRE06
LRE07
LRE08
LRE10
LRE12
LRE14
LRE16
LRE21
LRE22
LRE32
LRE35
LRE322
LRE353
LRE355
LRE357
LRE359
LRE361
LRE363
LRE365

LRE480

 429.000 
 423.500 
 423.500 
 423.500 
 423.500 
 423.500 
 423.500 
 423.500 
 423.500 
 423.500 
 434.500 
 429.000 
 429.000 
 451.000 
 489.500 
 533.500 

 1.116.500 
 1.127.500 
 1.122.000 
 1.105.500 
 1.127.500 
 2.480.500 
 2.458.500 
 2.502.500 

 
 3.740.000 

 
  
0.10...0.16   E06...E38  
0.16...0.25   E06...E38  
0.25...0.40   E06...E38  
0.40...0.63   E06...E38  
0.63...1   E06...E38  
1...1,6   E06...E38  
1.6...2.5   E06...E38  
2.5...4   E06...E38  
4...6   E06...E38  
5.5...8   E09...E38  
7...10   E09...E38  
9...13   E12...E38  
12...18   E18...E38  
16...24   E25...E38  
23...32   E25...E38  
30...38   E38  
17...25   E40...E95  
23...32   E40...E95  
30...40   E40...E95  
37...50   E50...E95  
48...65   E65...E95  
55...70   E80...E95  
63...80   E80...E95  
80...104   E95  

   
512.81        E120...E0   

   

Thermai Overload Relay Relay nhiệt EasyPact TVS - LRE

EasyPactTVS thermal overload relays are designed to
protec a.c circuits and motors against:

Overload
Phase failure
Long starting time
Prolonged stalled rotor condition

EasyPactTVS thermail overload is combinated
to EasyPactTVS contactor

Rờle nhiệt TVS được thiết kế để bảo vệ mạch điện a.c và
động cơ ngăn ngừa
     Quá tải
     Mất pha
     Thời gian khởi động dài
     Kẹt motor
Rờle TVS dùng phối hợp với contactor EasyPactTVS

Unit price (incl.VAT) in VND

Class 10A for connection by screw clamp terminals
Relay setting               For use with                Reference         Unit price
range (A)               contactor LC1

Class 10A for connection by screw clamp terminals
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GZ1E01
GZ1E02
GZ1E03
GZ1E04
GZ1E05
GZ1E06
GZ1E07
GZ1E08
GZ1E10
GZ1E14
GZ1E16
GZ1E20
GZ1E21
GZ1E22
GZ1E32

LAEM1
LAEM1
LAEM1
LAEM1
LAEM4
LAEM5
LAEM6
LAEM7
LAEM7
LAEM7

LAEN11
LAEN20
LAEN02
LAEN22

LAETSD

LAEN22

LAETSD

Mechanical Interlock                                                                      Reference             Unit Price
                                                                             (VND)
LC1E06...E12 
LC1E18 / E25 
LC1E32 / E38 
LC1E40...E65 
LC1E80 / E95 
LC1E120 / E160 
LC1E200 / E250 
LC1E300 
LC1E400 
LC1E500 

     0.1...0.16 1.5 
     0.16...0.25 2.4 
     0.25...0.40 5 
    0.37 0.40...0.63 8 
   0.37 0.55 0.63...1 13 
 0,37  0.55 0.75 1.1 1 ... 1.6 22.5 
0.37 0.75  1.1 1.1 1.5 1.6 .... 2.5 33.5 
0.75 1.5  1.5 2.2 3 2.5 ... 4 51 
1.1 2.2 3 3.7 4 4 ... 6.3 78 
2.2 4 4 5.5 7.5 6 ... 10 138 
 5.5  5.5 9 11 9...14 170 
4 7.5  9 10 15 13 ... 18 223 
5.5 9  11 11 18.5 17 ... 23 327 
5.5 11  11 15 22 20 ...25 327 
7.5 15  15 18.5 22 24 ... 32 416 

EasyPact TVS - LC17E and GZ1

Thermal Magnetic Motor Circuit Breakers - GZ1
Unit price (incl.VAT) in VND

Standard power ratings     Setting                 TMagnetc      Reference                 Unit Price
of 3-phase motors 50/60Hz in categoryAC-3         ragne of                tripping                  (VND)
               themal                 current
230V       400V         440V        500V       690V   trips                Id± 20%
kW             kW  kW  kW           kW   A                   A             

EasyPact TVS Accessories for motor reverse assembly
Contactors with screw clamp terminals
Using 2 identical contactors              Mechanical Interlock  

Instantaneous Auxiliary contact Blocks for connection by screw clamps terminals 
For use in normal operating environment
Clip - on Mounting    Number of contacts         Reference             Unit Price
    Per Block                  (VND)
Front                   1 NO/1NC

2 NO
2 NC
2 NO/2NC

Time delay auxiliary contact blocks for connection by screw clamps terminals 8A - 690V
For use in normail operafting environment
Clip - on        Number of contacts    Time delay             Setting             Reference              Unit Price
Mountng       Per Block                     Type                      range           (VND)
Front         1 NO/1 NC    On-delay     1...30s

LAEM1
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 1.072.500 
 1.072.500 
 1.111.000 
 1.111.000 
 1.182.500 
 1.182.500 
 1.182.500 
 1.182.500 
 1.182.500 
 1.276.000 
 1.435.500 
 1.435.500 
 1.435.500 
 1.435.500 
 1.435.500 

 159.500 
 159.500 
 159.500 
 159.500 
 264.000 
 979.000 

 1.408.000 
 1.886.500 
 1.886.500 
 1.886.500 

 110.000 
 110.000 
 110.000 
 198.000 

 1.331.000 



LC1DFKM7
LC1DGKM7
LC1DLKM7
LC1DMKM7
LC1DPKM7
LC1DTKM7
LC1DWK12M7

TeSys D Capacitor Switching Contactor

Công tắc tơ chuyên dụng cho đóng cắt tụ bù
Sử dụng cho các tủ điện bù hệ số công suất
Kết nối trực tiếp với hệ thống không cần cuộn kháng cân bằng

Capacitor switching contactors 
Used for power factor correction 
Direct connection without choke inductors

Khởi động từ chuyên dụng LC1D.K được thiết kế để đóng cắt tủ tụ bù 3 pha, 1 bước
hoặc nhiều bước (đến 6 bước). Trên 6 bước, nên dùng thêm choke để hạn chế dòng
điện tràn (inrush current) và vì thế sẽ tăng tuổi thọ của hệ thống. Khởi động từ tuân theo
tiêu chuẩn IEC 60070 và IEC 60831, UL và CSA

Prospective peak          LC1 D●K                200 In
current at switch-on
Maximum operafing rate        LC1 DFK, DGK, DLK, DMK                  240 operafting cycles/hour
          LC1 DPK, DTK, DWK              100 operafting cycles/hour
Electrical durability at             All contactor ratings         400 V         300 000 operating cycles
nominal load              690 V         200 000 operafing cycles

Khởi động từ chuyên dụng

Unit Price (incl.VAT) in VND

Khởi động từ chuyên dụng LC1D.K có thể chịu đựng 1.5 In của tụ bù ( và ví thế đường
kính dây lớn hơn)

7 12.5 12.5 21 1 1.7
9.5 16.7 16.7 28.5 1 2v 2.5
11 20 21 33 1 2 2.5
14 25 27 42 1 2 2.5
17 30 32 50 1 2 5
22 40 43 67 1 2 5
35 63 67 104 1 2 9

Chọn lựa đúng khởi động từ cho mỗi bước được chọn lựa từ bảng trên, tùy theo
công suất bước tụ

Ví dụ: Tụ bù 50.kVAr, nhiệt độ 50°C và U=400V/440V.
Một bước 25kVAR: LC1DMK, một bước 15kVAR: LC1DGK và 1 bước 10kVAR: LC1DFK

AC Volts          24         42         48         110       220      230       240      380      400       415        440
50/60 Hz           B7        D7        E7         F7        M7        P7        U7        Q7        V7        N7         R7

LC1 DFK●●

LC1 DGK●●, LC1 DLK●●,
LC1 DMK●●

LC1 DPK●●, LC1 DTK●●

LC1 DWK12●●

 230V      400V        440V      690V      

     415V      

kVAR     kVAR        kVAR      kVAR       N/O     N/C      N.m 

Operational power                                          Instantanneous Tightening      Basic reference,             Unit price
at 50.60 Hz(1)                       auxiliary              tordue on        to be completed
                                                                                                       contacts              cable end       by adlding
         the voltage code(3)

600C(2)

177Please contact our distributors or Schneider Electric for further information. Vui lòng liên hệ nhà phân phối hoặc Schneider Electric để biết thêm chi tiết
The above price is inclusive of VAT. Giá trên đã bao gồm VAT.

 3.107.500 
 3.751.000 
 4.532.000 
 5.049.000 
 6.858.500 
 7.760.500 
 8.926.500 


